ART. 80 Swing check valve - metal tightness

Max working temperature = 100 °C

*bar 16 16 16 16 16 16 16 16 16 10 10 10
H 32 32 35 39 47 51 59 67 77 92 118 134
L 47 47 54 64 76 83 98 116 135 164 206 235
G 3/8" 1/2"  3/4" 1" 1"1/4 1"1/2 2" 2"1/2 3" 4" 5" 6"
EPIGr 170 145 210 335 485 650 1000 1555 2240 3795 10500 15860
N°P./S 15 20 10 10 10 6 4 = = . - “
N°p./C 120 160 120 60 40 36 24 12 10 4 2 1

Material
« CW617N (from 3/8" to 1")
« CB753S (from 1"1/4 to 4")
= Bronze (5" and 6")
« CW614N
« NBR

Opening pressure: 0.05 bar

* Max working pressure
**p/gr.= Unit weigt in gr. - N°P./S=N°P./box, plastic bag - N°P./C=N°P./carton

Product Codes

(CODE 'DESCRIPTION

(080015000 [SWING CHECK VALVE METAL TIGHTNESS 1/2"
1080020000 |SWING CHECK VALVE METAL TIGHTNESS 3/4"
1080025000 |SWING CHECK VALVE METAL TIGHTNESS 1"
1080032000 |SWING CHECK VALVE METAL TIGHTNESS 1"1/4
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